Vo VOLTA POWERLINK PRIVATE LIMITED

l 'I"A An ISO 9001-2000 Certified Company

( Formerly MAKSON ENGINEERS )

Empowering your Business

ONLINE UPS SYSTEMS

High Performance Sinewave
Uninterruptible Power Supply System ¥
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Salient Features

m True On-Line Double
Conversion Technology
Pure Sine Wave Output
High Frequency PWM
Inverter

m Crystal Controlled Output
Frequency

m Wide input voltage
tolerance range

m Smooth and silent
operation

m Excellent dynamic response
for step load change

m Fast automatic correction
rate for line and load
regulation

m High inrush / peak current
handling capacity

m Easy to install, use and
maintain
Inbuilt isolation
Cold Start on full load

Optional Features
m Static/ Manual Bypass
Parallel Redundancy
Remote Indication Panel

o
m Serial RS 232 Interface
m LCD Display

MANUFACTURED BY :

( Formerly MAKSON ENGINEERS )

Tel. : (022) 2854 6884 / 85

Fax : (022) 2854 6886

Mobile : 98701 22388 / 9324049301
E-mail : info@voltaproduct.com
Website | www.voltaproduct.com

MOODY
INTERNATIONAL

Technical Specifications

29, Blue Rose Industrial Estate, Next to Jaya Petrol Pump,
Off W, E. Highway, Borivali (E), Mumbai - 400 066.

Capacity
Input Voltage

Input Frequency
Rectifier - Charger

Battery Input
Battery Back-up
Output Voltage
Regulation

Output Frequency
Regulation
Inverter Efficiency
Waveform

THD

Transient Response
Transient Recovery
Load Power Factor
Overload Capacity
Crest Factor
Control Method
Switching Frequency
Circuit Method

Ambient Temperature :
Relative Humidity
Audible Noise
Cooling
Protections

VOLTA POWERLINK PRIVATE LIMITED

: TkVA to 200 kVA
: 160-270V AC Two Wire

330-470V AC FourWire

: 47 -53 Hz.
: Automatic Float cum Boost Charger

Constant Yoltage Constant Current Type

: 36-360VDC {oras per requirement)

: 15mins. to 8 hrs. (oras perrequirement)

: 230/415VAC (oras per requirement)

: = 1% underall Lines and Load Conditions
: 50 Hz.

1 £0.05%

: Betterthan 90%

: Pure Sine Wave (Sinusoidal)

: < 3%atLinearLoad

: = 5%underStep Load Change

: within 3 Cycles

: 0.8lagging

: 110%for 10 mins., 150%for 10 sec.
: 3:1

: Sinusoidal PWM Control

above 12 kHz

: On-Line Double Conversion

Zero Transfer Time
0°-45°C

: 95%RH Max. (Non Condensing)
: Lessthan 55dB at 1.5 meters

: Forced Air Type

: Battery Under and Over Voltage

Output Overload and Short Circuit




