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Empowering your Business

Fully Digital Microprocessor Controlled
ONLINE UPS

TF/HF SERIES
1-200 kVA
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TECHNICAL SPECIFICATIONS

True On-Line, Dual Conversion Output Galvanic Isolation

1Phases + N +G/ 3 Phases +N+G
220V + 20%/ 380V + 20%
50/60Hz + 5%
=08
Fullwave / 3 Phase - 6 Pulse

220V + 20% Single Phase
220V + 20% Single Phase
380V £ 20%Three Phase + N+ G
50/60Hz + 5%

Oms Inverter/Bypass (Overload)

192V DC / 360V DC - 480V DC (Rated Voltage)
User Adjustable Charging Current

220V/230V/240V + 1% (Single Phase)
220V/230V/240V + 1% (Single Phase)
380V/400V/415V + 1% (Three Phase + N + G)
50~60Hz + 0.05% (Battery Mode)
=208
Pure Sine Wave
< 3%{Linear load), < 5% (Non-Linear Load)
+5%< 10ms
110%/115%/150% of rated current for 30 min. / 10 min. /1 min.
Forced Wind

RS 232, (SNMP Compatible)
0~45° C

< 95% (Without Condensing)

<60dB

Salient Features:

. Most advanced Digital Microprocessor
based SPWM Technology using IGBT
Applies High-Tech Components

Super Performance from IGBT

SNMP Compatible

Fully meets Sharp load Fluctuations from 0 to 100%
Large Screen LCD & LED Display
Perfect Protections

Low Output Voltage Distortion
Intelligent Battery Management

Static & Manual Maintenance Bypass
Parallel Redundant Option
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